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Door
Thickness

3
(76.2mm)
3
(76.2mm)
3
(76.2mm)
3
(76.2mm)
3
(76.2mm)
3
(76.2mm)
3
(76.2mm)
3
(76.2mm)
3
(76.2mm)

Tested

U-Factor* Wi Type

16 GA
Steel

0.089

0.089

.0.089

.0.089

0.089

0.089

0.089

0.089

0.089

Max. Door Size

38-2" 320"
38-2" 320"
242" 320"
38-2" 32-0"
242" 320"
38-2" 320"
24-0" 320"
240" 32-0"
240" 320"

End Stile

16 GA
Steel

16 GA
Steel

16 GA
Steel

16 GA
Steel

16 GA
Steel

16 GA
Steel

16 GA
Steel

16 GA
Steel

Section Skins

26 GAV-Groove
Woodgrain Steel

26 GAV-Groove
Woodgrain Steel

26 GAV-Groove
Woodgrain Steel

26 GAV-Groove
Woodgrain Steel

20 GAV-Groove
Smooth Steel

20 GAV-Groove
Smooth Steel

26 GAV-Groove
Woodgrain Steel

26 GAV-Groove
Woodgrain Steel

26 GAV-Groove
Woodgrain Steel

26 GA Flush
Woodgrain Steel

26 GAV-Groove
Woodgrain Steel

20 GA Flush
Smooth Steel

20 GAV-Groove
Smooth Steel

20 GAFlush
Smooth Steel

20 GAV-Groove
Smooth Steel

26 GA Ranch Panel
Woodgrain Steel

26 GA Standard Panel
Woodgrain Steel

26 GA Sculptured Panel
Woodgrain Steel



Flush Woodgrain

All colors except Graywood and
Bi-Directional Wood Grain colors
Model 814 Window Options: p 45

V-Groove Woodgrain

All colors except Graywood and
Bi-Directional Wood Grain colors
Model 816 Window Options: p 45

Flush Smooth

Polar White and Brown

Model 832 Window Options: p 41
Model 832-20 Window Options: p 45

V-Groove Smooth

Polar White and Brown

Model 833 Window Options: p 45
Model 833-20 Window Options: p 45

Raised Ranch Woodgrain Panel
All Colors except Graywood and
Bi-Directional American Walnut
Model 870

No window options available.

Raised Sculptured Woodgrain Panel
All Colors except Graywood and
Bi-Directional American Walnut

Model 890

No window options available.
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transfer of temperature.

Raised Standard Woodgrain Panel
All Colors except Graywood and Bi-
Directional American Walnut

Model 880

No window options available.

A Full Thermal Break is used in the tongue-and-groove
construction of all 800 series doors. This rigid vinyl extrusion seals
the joints and eliminates metal-to-metal contact, which limits the

800 series doors include Air Infiltration Seals, which exceed the

ASHRAE 90.1 Standard when installed with standard bottom seal
and commonly available rigid/flexible vinyl door stop.

Optional Exhaust Port
(interior view)

800 Series
Available Options
2" or 3" Track

Double Steel End Stiles e
Exhaust Port

Cam Safety Device

Spring Bumpers

Chain Hoist

Operators

High Cycle Springs

Glazing (lites)

High Cycle Rollers ®
Wind Load & Impact

ASTM E 84 Fire Rated





