
TC200  ·  TC224
Thermal Section Doors

With a proven track record for thermal efficiency and extreme durability, the Raynor TC Series is simply the best you can specify.  With expanded 
polystyrene insulation thermally bonded between two steel skins, the TC200 and TC224 models are ideal for dock doors with their exceptional 
strength and high R-value.

Commercial Sectional  |   TC Series

TC200
TC200’s two-sided, impact 
resistant, steel design features 
a laminated core of expanded 
polystyrene insulation.  TC200 is 
offered with a number of exterior 
color selections and optional 
windows to meet your application’s 
needs. This door is designed to 
meet the needs of your commercial 
application.

TC224
The TC224 offers all of the same 
features and benefits as the 
TC200 but gives you a thicker 
24-gauge exterior skin.  Available 
in white and brown, this dynamic 
polystyrene sectional door is 
a perfect solution for dock or 
warehouse installations. 
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Colors**

Colors available on TC200 doors

White

   

Brown*

 

Raynor’s ColorWave™ features Sherwin-Williams® next generation post 
paint system for your garage door.  With 1,500 colors to choose from, home 
and business owners can couple this elite paint system with state of the art 
Raynor manufacturing to craft the perfect look for their home or project.

*Features the high performance PVDF coating (TRINAR® or equivalent) paint process that provides 
extended UV protection against fading.

**The swatches shown on monitors and printed materials may vary from the actual color.
For a true representation of the color, visit your local Raynor Dealer.

TC200’s 2” thick door sections are made from high-strength, impact-
resistant steel with a thermal core of polystyrene insulation for a 10.25 
R-value.  The Raynor TC200 thermal sectional door is designed to meet the 
needs of your commercial application.

TC200 TC200 Feature Guide
Max. Opening Width 18’-0”

Max. Opening Height 16’-0”

Construction Steel Sandwich

Surface Texture Stucco

Section Thickness 2”

Exterior/Interior Steel Thickness 26 Gauge/26 Gauge

End Stile Steel Thickness 18 Gauge

Insulation (R-Value) Expanded Polystyrene 
(10.25)

Thermal Break Yes

Exterior Colors White
Brown*
ColorWave™

Section Limited Warranty† 10-Years Rust-through and 
Delamination

*Features the high performance PVDF coating (TRINAR® or equivalent) paint process that provides 
extended UV protection against fading.

†LIMITED WARRANTY:  TC Series door sections carry an exclusive 10-year 
delamination warranty (of the steel door skins from the insulation) and 10-year 
limited warranty against rust-through on all other door components.  See your local 
Raynor Authorized Dealer for complete details.

TC200-White



Raynor TC Series doors are available with Raynor quality components, track, and hardware systems including those listed below. 

WeatherLock™

Arctic grade bottom 
weatherseal keeps out the 
elements.  High quality 
jamb and header seals 
provide a tight perimeter.

TC200 · TC224 Product Features

Raynor’s TC224 two-sided steel sandwich sectional door provides a target 
rich 24 gauge exterior skin thickness.  This 2” thick door features the same 
laminated core polystyrene insulation found in the durable TC200.

Colors**

Colors available on TC224 doors

White

   

Brown

 

Raynor’s ColorWave™ features Sherwin-Williams® next generation post 
paint system for your garage door.  With 1,500 colors to choose from, home 
and business owners can couple this elite paint system with state of the art 
Raynor manufacturing to craft the perfect look for their home or project.

**The swatches shown on monitors and printed materials may vary from the actual color.
For a true representation of the color, visit your local Raynor Dealer.

TC224 TC224 Feature Guide
Max. Opening Width 18’-0”

Max. Opening Height 16’-0”

Construction Steel Sandwich

Surface Texture Stucco

Section Thickness 2”

Exterior/Interior Steel Thickness 24 Gauge/26 Gauge

End Stile Steel Thickness 18 Gauge

Insulation (R-Value) Expanded Polystyrene 
(10.25)

Thermal Break Yes

Exterior Colors White
Brown
ColorWave™

Section Limited Warranty† 10-Years Rust-through and 
Delamination

†LIMITED WARRANTY:  TC Series door sections carry an exclusive 10-year 
delamination warranty (of the steel door skins from the insulation) and 10-year 
limited warranty against rust-through on all other door components.  See your local 
Raynor Authorized Dealer for complete details.

Hardware
TC Series doors come 
packaged with the right 
combination of hardware, 
track, and springs to 
precisely match your door’s 
size and application. A 
QuikClip™ pre-assembled 
track option is also 
available.

Commercial Operators
Available in multiple 
horsepower and phases, 
the TC Series doors are 
driven by durable Raynor 
ControlHoist operators.

Section Joints
Vinyl thermal break 
between interior and 
exterior skins, along with a 
section joint seal prevent 
weather infiltration.

Windows
TC200 windows use 1/8” 
DSB, insulated glass and 
are available in several 
options: 24”x8”, 24”x12”, 
34”x16” colonial, ranch, 
full view colonial style 
aluminum section, and full 
view ranch style aluminum 
section.

FlexDock
Impact absorbent 
FlexPanel options are 
available in bottom or 
bottom two sections for 
high impact traffic areas.



Follow Us

Raynor Doors

To see posts on a variety of projects, new product introductions, industry 
news, and much more, be sure to follow Raynor Garage Doors on all of your 
social media platforms! 

Exclusively Distributed by:

P.O. Box 448, 1101 East River Rd.
Dixon, IL 61021-0448

1-800-4-RAYNOR (472-9667)

Raynor also offers a full line of sectional, rolling, fire, high performance and traffic doors, as well as, security grilles.  
See your Raynor Dealer or visit www.raynor.com for more information.

FireCoil™ RapidCoil™, RC300 DuraShutter™
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